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46 CFR Ch. I (10–1–14 Edition) Pt. 117 

PART 117—LIFESAVING EQUIPMENT 
AND ARRANGEMENTS 

Subpart A—General Provisions 

Sec. 
117.10 Applicability to vessels on an inter-

national voyage. 
117.15 Applicability to existing vessels. 
117.25 Additional requirements. 

Subpart B—Emergency Communications 

117.64 Emergency Position Indicating 
Radiobeacons (EPIRB). 

117.68 Distress flares and smoke signals. 

Subpart C—Ring Life Buoys and Life 
Jackets 

117.70 Ring life buoys. 
117.71 Life jackets. 
117.72 Personal flotation devices carried in 

addition to life jackets. 
117.75 Life jacket lights. 
117.78 Stowage of life jackets. 

Subpart D—Survival Craft Arrangements 
and Equipment 

117.130 Stowage of survival craft. 
117.137 Stowage of life floats and buoyant 

apparatus. 
117.150 Survival craft embarkation arrange-

ments. 
117.175 Survival craft equipment. 

Subpart E—Number and Type of Survival 
Craft 

117.200 Survival craft—general. 
117.202 Survival craft—vessels operating on 

oceans routes. 
117.204 Survival craft—vessels operating on 

coastwise routes. 
117.205 Survival craft—vessels operating on 

limited coastwise routes. 
117.206 Survival craft—vessels operating on 

Great Lakes routes. 
117.207 Survival craft—vessels operating on 

lakes, bays, and sounds routes. 
117.208 Survival craft—vessels operating on 

rivers routes. 
117.210 Rescue boats. 

AUTHORITY: 46 U.S.C. 2103, 3306; E.O. 12234, 
45 FR 58801, 3 CFR, 1980 Comp., p. 277; De-
partment of Homeland Security Delegation 
No. 0170.1. 

SOURCE: CGD 85–080, 61 FR 911, Jan. 10, 1996, 
unless otherwise noted. 

Subpart A—General Provisions 

§ 117.10 Applicability to vessels on an 
international voyage. 

A vessel on an international voyage 
subject to the International Conven-
tion for Safety of Life at Sea, 1974, as 
amended, (SOLAS) must meet the re-
quirements in subchapter W of this 
chapter for passenger vessels in the 
same service, instead of the require-
ments of this part. 

[CGD 85–080, 62 FR 51350, Sept. 30, 1997] 

§ 117.15 Applicability to existing ves-
sels. 

An existing vessel must comply with 
the requirements of this part except as 
otherwise specified by this section. 

(a) Each inflatable liferaft, inflatable 
buoyant apparatus, life float, and 
buoyant apparatus on the vessel on 
March 11, 1996, may be used to meet the 
requirements of this part as long as the 
survival craft is in good and service-
able condition. 

(b) An existing vessel need not com-
ply with § 117.78(a)(4) of this part. 

(c) An existing vessel must comply 
with either § 117.210 of this part or with 
the regulations for rescue boats that 
were in effect for the vessel prior to 
March 11, 1996. 

[CGD 85–080, 61 FR 911, Jan. 10, 1996; 61 FR 
24464, May 15, 1996, as amended by USCG– 
2012–0832, 77 FR 59781, Oct. 1, 2012] 

§ 117.25 Additional requirements. 

(a) Each item of lifesaving equipment 
carried on board a vessel but not re-
quired under this part, must be of an 
approved type meeting the specifica-
tions for lifesaving equipment in sub-
chapter Q of this chapter, or other 
standard specified by the Commandant. 

(b) The cognizant Officer in Charge, 
Marine Inspection (OCMI) may require 
a vessel to carry specialized or addi-
tional lifesaving equipment if: 

(1) The OCMI determines the condi-
tions of the voyage render the require-
ments of this part inadequate; or 

(2) The vessel is operated in Arctic, 
Antarctic, or other severe conditions 
not covered under this part. 

VerDate Sep<11>2014 15:29 Nov 14, 2014 Jkt 232201 PO 00000 Frm 00332 Fmt 8010 Sfmt 8010 Y:\SGML\232201.XXX 232201w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-01-05T08:09:10-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




